
CAUTIONS1
This product has been developed / produced for 
industrial use only.
Make sure to check the wiring as wrong wiring 
will damage or burn the product.
The output does not incorporate a short-circuit 
protection circuit. Do not connect it directly to a 
power supply or a capacitive load.
Do not use during the initial transient time (50ms) 
after the power supply is switched on.
Extension up to total 100m is possible with a 
0.3mm2, or more, cable.

Inductive Proximity Sensor Rectangular-shaped

GX-F6
Front sensing

GX-H6
Top sensing

INSTRUCTION MANUAL

CMJE-GXFH6 No.0008-69V

Thank you very much for using SUNX products. 
Please read this Instruction Manual carefully and 
thoroughly for the correct and optimum use of this 
product. Kindly keep this manual in a convenient 
place for quick reference.

Never use this product as a sensing device for 
personnel protection.
In case of using sensing devices for personnel 
protection, use products which meet laws and 
standards, such as OSHA, ANSI or IEC etc., 
for personnel protection applicable in each re-
gion or country.

MOUNTING2
Use the following sensor mounting bracket (op-
tional) when mounting this product.
M3 screws, nuts and washers are not attached 
to the sensor mounting brackets.
Please arrange separately.
MS-GL6-1

MS-GX6-1

MS-GL6-2

I/O CIRCUIT DIAGRAMS3
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